
115TVX™

Bass Enclosure

SPECIFICATIONS

Frequency Response:
1 Meter, On-Axis, Swept-Sine in 
Anechoic Environment:

30 Hz to 3.5 kHz

Power Handling:
800 W program 

Transducer Complement:
15" Sheffield®

Pro 1500+

Box Tuning Frequency:
40 Hz

Impedance, Z:
8 Ohms (nominal)
6.8 Ohms (minimum)

Input Connections:
One 1/4" phone jack

Enclosure Materials and Finish:
3/4" MDF vinyl covered with metal 
corners and an expanded metal grill

Dimensions (H x W x D):
26.625" x 24.5" x 19.75"
(67.6 cm x 62.2 cm x 50.2 cm)

Net Weight:
77 lbs. (35.0 kg)

DESCRIPTION

The 115TVX™ bass enclosure 
lays the foundation for sound in 
the serious player's rig. 

The 115TVX™ is an enclosure 
capable of handling an input 
power of up to 500 Watts. It can 
be used alone or in conjunction 
with the 210TVX™, 410TVX™, 
810TVX™ or similar enclosures.

Three + Two Year Limited 
Warranty

NOTE:
For details, refer to the warranty 
statement. Copies of this 
statement may be obtained by 
contacting Peavey Electronics 
Corporation, P.O. Box 2898, 
Meridian, Mississippi 39301-2898.
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